


Aerial view of our recently enlarged plant at Algoma, Wise. — the 
finest hardwood plywood plant in the United States. 
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The WELDWOOD trademark, 

which appears on all plywood manu- 
factured or distributed by United 
States Plywood Corporation, is more 
than an identification of our products. 
Backed by consistent national adver- 
tising, it is an indication of outstand- 
ing plywood quality — an assurance of 
trade and consumer acceptance — 
which lumber dealer, builder or fab- 
ricator can capitalize to advantage. 



May we remind you that the name WELD- 
WOOD now applies to all plywood manufac- 
tured by us? It applies both to the moisture- 
resistant grade for interior use and the 
waterproof grade for exterior applications. 
For ready identification, the latter type is 
designated as EXTERIOR WELDWOOD. 


This catalog, the first we have been able to produce since before the war, 
presents the complete line of plywood products which were standard to the 
industry before the war with the addition, however, of a number of new 
and important products. 

Weldwood Plywood emerges from the war as a vastly improved product. 
Our knowledge of resins and their uses has been greatly enhanced. Several 
million dollars have been spent in plant improvements, and extensive timber 
purchases in the West, Northwest, South and in Canada assure lasting 
supplies of high grade raw materials. Distribution facilities have been broad- 
ened with numerous new warehouses opened. We are thus better prepared 
to serve our customers than ever before. 

New Products 

Among the new products listed in this catalog to which your special 
attention is directed are: the revolutionary Weldwood Fire Door and 
Fire Resistant Door (page 31); Plankweld (page 22); Weldwood Moldings 
(page 22); Honeycomb (page 27); and several new wood species — Korina 
(page 21); American Elm (page 9); and Vertical Grain Cedar (page 8); 
Firzite and Satinlac, two new finishing materials, are described on page 29. 

Algoma Quality 

All better grades of Weldwood hardwoods are manufactured at our 
superbly-equipped plant at Algoma, Wisconsin — a plant which, for more 
than fifty years, has been famous for the high quality of its products. 

At Algoma today, traditionally high standards prevail. In the manu- 
facture of figured woods, for example, all sap markings are eliminated— a 
costly and laborious procedure which assures a more easily matched and 
more beautiful installation. 

Panels are not only drum-sanded but belt-sanded and polished as 
well — an important “extra” which greatly improves their appearance and 
is an aid in finishing. Finally, all Algoma Weldwood panels are minutely 
inspected before receiving the Weldwood label; the inspection standards 
are far more rigorous than ordinary commercial standards. 

Continuous Research 

Our laboratories, located at New Rochelle, New York, are an important 
new feature. No plywood company in the United States employs so large a 
group of highly trained technical men, including chemists, architects, engi- 
neers and wood technologists. To these men goes credit for many important 
contributions to the betterment of Weldwood quality as well as for the 
development of numerous new products. 
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COPYRIGHT im UNITED STATES 
PLYWOOD CORPORATION 


Weldwood is guaranteed by United States Plywood Corpora* 
tion for the life of the building in which it is installed, 
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Extensive Facilities 

Today, United States Plywood Corporation is the only wholly integrated 
company in its field. It owns or controls large stands of timber, and has 
manufacturing plants in the North, East, South and West, with special 
plants for the fabrication of plywood specialties including metal and ply- 
wood and plastics and plywood and for molding plywood and low-pressure 
plastics. Its distributing units now cover the country. We therefore present 
a complete coverage of the plywood industry — complete both in manu- 
facturing and in distribution. 


Vasf Assortment of Plywood 

This broad coverage means a definite advantage to the plywood user. 
Not only can he obtain every type of plywood from one convenient source 
but, through the exchange facilities of our far-flung warehouses, he has the 
combined stocks of our twenty-eight modern warehouses at his disposal. 
This constitutes an assortment of plywood — in grades, woods, sizes and 
thicknesses — without parallel in the United States if not in the world. 


IMPORTANT NOTES 

in connection with this catalog 

So many of our direct and indirect customers have been asking for an up-to-date 
catalog of Weldwood products — including the many new ones added in recent 
years— that we have finally decided to issue the present book, in spite of the 
difficulties involved. Because of constantly changing prices, its preparation has 
been seriously delayed; even now, two years after work on the catalog was 
started, prices are not fully stabilized and adjustments, both up and down, 
will undoubtedly occur. All prices are, of course, subject to such change. 

For exact current quotations, please phone or write your regular United States 
Plywood distributing warehouse. 

About stocks 


The various woods, panel sizes and thicknesses listed in these pages represent 
the merchandise which our warehouses, collectively, are attempting to carry in 
stock. This means that not every wood — or every size — will be found in every 
warehouse. 

Our warehouses, however, will be glad to try to fill orders from other nearby 
warehouses in an effort to provide the best service to customers. Also, if the 
particular wood or size you want does not appear on our catalog list, please 
send us your inquiries. We frequently have odd lots which are not listed. 


ALL PLYWOOD PRICES ARE APPROXIMATE RETAIL (LIST) PRICES 
PER SQ. FT., SUBJECT TO TRADE DISCOUNT. (SEE DISCOUNT SHEET.) 
PRICES SUBJECT TO CHANGE WITHOUT NOTICE. 




DOUGLAS FIR 
WELDWOOD 
Prices on Request 


WELDWOOD 
PLYSCORD SHEATHING 

(Interior Grade) 

16"— 3 ply 
8"— 3 ply 
2"- 5 ply 
8"— 5 ply 


Sizes: 
48x96 
48 x 108 
48 x 120 
and cutbacks 


WELDWOOD PLYPANEL 
(Interior Grade) 

Sound ONE Side 
Sound TWO Side« 

f 4 " — 3 ply 
^8" — 3 ply 
'2"-5 ply 
^8" — 5 ply 
14 "- 5 ply 


Sizes: 
48x96 
48 x 108 
48 x 120 
and cutbacks 


EXTERIOR FIR WELDWOOD 

Sound ONE Side 
Sound TWO Sides 
Long lengths available to 192" 


Sizes: 
48x96 
48 x 108 
48 x 120 
and cutbacks 


WELDWOOD PLYFORM 


Edge sealed — not oiled 
(Oiling available on request} 


INTERIOR GRADE 

FACE 

BACK 

Sound, 2 sides, Interior 

(A-A, Int.) 

A (Sound) 

A (Sound) 

Sound/Solid, Interior 

(A-B, Int.) 

A (Sound) 

B (Solid) 

Sound 1 Side, Interior 

(A-D, Int.) 

A (Sound) 

D (Utility) 

Solid/ 1 Side, Interior 

(B-D, Int.) 

B (Solid) 

D (Utility) 

Sheathing, Interior 

(C-D, Int.) 

C (Ext. Back) 

D (Utility) 

Concrete Form, Interior; oiled and edge-sealed . 
(B-B, Int.) 

B (Solid) 

B (Solid) 

Door Panels, Interior 

(A-A, Int.) 

A (Sound) 

A (Sound) 


EXTERIOR GRADE 

FACE 

BACK 

Sound 2 Sides, Exterior 
(A-A, Ext.) 


A (Sound) 

Sound Solid, Exterior . 
(A-B, Ext.) 


B (Solid) 

Sound 1 Side, Exterior .... 
(A-C, Ext.) 


C (Fxt. Back) 

Solid/ 1 Side, Exterior . . . . 

(B-C, Ext.) 

. . . B (Solid) 

C (Ext. Back) 

Sheathing, Exterior 

(C-C, Ext.) 


C (Ext. Back) 

Concrete Form, Exterior 

. . . B (Solid) 

B (Solid) 


(B-B, Ext.) 


Note 1. Prices to the trade on 
Douglas Fir Weldwood may be 
obtained by referring to our sup- 
plementary list covering these 
items. The instability of the mar- 
ket prohibits our publishing cur- 
rent prices in our regular catalog, 
and any revisions will be made 
from time to time as necessary by 
the issuance of additional sup- 
plementary lists. 

Note 2. Panel sizes smaller than 
48 x 96 are not carried as stock 
items, except as they develop in 
manufacture. Because of the great 
demand for Douglas Fir Weld- 
wood, the mills strive for the 
greatest output, and this is only 
possible by utilizing the 48 x 96 
presses to their full capacity. 
However, all cutbacks developing 
are shipped to our distributing 
warehouses and you will profit 
by checking the situation when 
you have need of smaller size 
panels. 


The demand for Douglas Fir Weldwood, increased many times 
over by its war-time performance, has resulted in numerous 
important changes in its manufacturing technique. All of these 
are devoted to the single goal of making a better product and 
in producing it in the greatest possible volume to satisfy the 
greatest number of customers. 

To the huge production of our Seattle plant, we have added 
the production of our new plant at Mapleton, Oregon. In 
addition, we have the entire output of two additional plants— 
one at Lebanon, Oregon and the other at Port Angeles, Wash- 
ington— both of which are modern, efficient manufacturing 
units with high standards of quality. Our new resin plant at 
Portland, Oregon now manufactures improved adhesives, giv- 
ing us better control of the resins we use; these adhesives exceed 
all requirements of the Douglas Fir Plywood Association and 
Commercial Standards 45-48. Our vast timber holdings have 
been further enlarged, assuring us a steady supply of the best 
peeler logs and enabling us to control production from standing 
timber to finished panel. 

While these measures have greatly increased the output of 
Douglas Fir Weldwood, our production continues far behind 
demand. We will adhere strictly to our established policy of 
dividing our supplies fairly, trying to take care of as many of 
our customers as possible. 

NEW SOLID GRADES 

The Solid Grades are carried in stock only as developed 
in both sound one side/solid back and solid one side/ 
utility back, in both interior and exterior. 


Description of new SOLID GRADE— SOLID GRADE shall present a solid surface, free from open defects but in addition to characteristics 
admitted in Grade A (Sound), veneer shall admit also neatly made circular plugs, as well as synthetic plugs that present solid, level, hard 
surfaces, knots up to 1 inch if both sound and tight, tight splits, slightly rough but not torn grain, and other minor sanding and patching defects. 
The grade shall be paintable. 
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WELDWOOD PLYPANEL (Interior Grade) 

Plypanel, the finest type of Fir plywood made, is recommended for interior work such as wall and 
ceiling panels, partitions, cabinets, built-ins, cupboards, booths, furniture, display cases. Weldwood 
Plypanel is made in sound-two-side grade, smooth sanded two sides, ready for finishing. It is 
also made sound one side, sanded two sides. 

WELDWOOD PLYSCORD SHEATHING (Interior Grade) 

For sheathing and sub-flooring, Weldwood Plyscord meets every requirement. 

It is an unsanded utility panel, low in cost but high in strength and rigidity. An excellent utility 
panel on construction jobs, its large sheets permit erection with utmost economy. Panels 5/16" 
thick applied horizontally or vertically, provide 40% greater wall rigidity than diagonal bracing 
or sheathing. 

Weldwood Plyscord is scored on 16" centers to permit accurate and instant placing of studs and 
quick, sure nailing. 


WELDWOOD PLYFORM 

Weldwood Plyform is widely used for the forming of concrete since it produces an excellent, smooth 
surface. Panels can be re-used repeatedly without deteriorating, making it an economical material 
for the purpose. 

Weldwood Plyform is highly water-resistant but is not waterproof. 


EXTERIOR FIR WELDWOOD 

For permanent outdoor service including boats, Exterior Fir Weldwood is recommended. 

Made with phenol-formaldehyde resin as the bonding agent, it is absolutely impervious to water 
or weather; plies cannot separate. 

The several types of Douglas Fir Weldwood previously described (Plypanel, Plyscord) are 
made both in the Interior grade as well as in the Exterior grade. The latter can be identified by the 
marking EXT-DFPA branded on one edge of the panel. 

In ordering, be sure to indicate which grade is wanted. 


FIRZITE, the modern pre- finisher for Fir plywood, prepares sur- 
face for finishing, minimizes grain raise and checking. See page 29 
for sizes and prices. 



CONSTRUCTION AND 
ENGINEERING DATA 
ON DOUGLAS FIR 
WELDWOOD AVAIL- 
ABLE ON REQUEST 


Accelerated by the greatly 
increased use of Douglas Fir 
Weldwood for war purposes, 
a considerable fund of con- 
struction and engineering 
data has been collected in 
our files. 

Our engineers, chemists 
and wood technologists will 
be glad to draw upon this 
material in helping you to 
solve specific problems. 


Large panels of Fir Weldwood sheathing 
speed up construction — save time — cut labor 
costs — assure sound structures. 



Gum, a Southern hardwood, is a highly useful wood, 
being available in a wide variety of grades, suitable both 
for low cost installations as well as for the finest cabinet 
jobs. It has the important feature of showing no grain 
raise, making it a desirable wood for painted work. 

Weldwood Gum plywood of our manufacture is made 
in up-to-date plants on most modern equipment and 
should not be confused with the usual commercial prod- 
uct. Tight cut veneers, made from large, sound logs, are 
used exclusively and the panels are hot-plate bonded with 
synthetic water-resistant resins. The result is a precision 
product of high quality. Logs used for Weldwood Gum 
plywood are taken from our own stands of virgin timber, 
located at the confluence of the Wateree and Congaree 
Rivers in South Carolina. 

Our 1-3 grade is recommended for the finest type of 
cabinet work where natural finish or stain is used; 2-3 
grade will be found entirely satisfactory for paint finish; 
3-3 grade, while technically described as “reject” will 
permit large areas of clear cutting. This grade is generally 
used for backs and concealed construction. 


SELECTED WHITE GUM 

The best general utility panel in stock. The Y\ n panels are made 
with heavy cores and white faces a construction far superior to the 
ordinary “three-equal-ply” construction so frequently offered “at a 
price.” These panels are definitely better. They paint or enamel 
excellently and take a most satisfactory Walnut or Mahogany stain. 


SELECTED RED GUM 

Faces on these panels are of carefully selected, sap-free veneers. They 
can be used in natural finish or satisfactorily stained either Walnut 
or Mahogany. 


QUARTERED FIGURED GUM 

Quartered Figured Gum, when made from properly selected and 
matched veneers, is among our most beautiful woods and these 
panels represent this handsome wood at its best. Only the finest faces 
are used and the resulting panels are exquisite examples of plywood 
manufacture. 

Figured Gum Counterfronts See page 23. 


UTILITY WELDWOOD 


Hot Press Resin-Bonded 

A QUALITY HARDWOOD WALLBOARD 
OF WIDE USEFULNESS 

Utility Weldwood is a hardwood panel, 8' wide and 4' 
long, which is made in straight-line volume production 
at our Orangeburg, S. C. plant. 

It may be used natural — merely being stained or waxed 
— or it may be painted or wallpapered. The tendency to 
expand and contract at the joints is minimized, making it 
particularly suitable for wall use. Its hardwood face will 
not show checks or grain rise. 

Utility Weldwood is useful alike for new construction 
and for alteration work, and is a general utility panel of 
wide usefulness in the woodworking plant and in many 
other applications. 
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Smooth Utility Weldwood Panels are excel- 
lent for both new building and remodeling 
jobs where a good painted finish is wanted. 



Given a natural finish. Utility Panels provide inexpensive, decorative walls in 
dens, recreation rooms, etc. 




Ceilings of 4 ' x 4' Utility Paneling can be used with Rift Oak Weldwood walls, 
as shown, or with any other Weldwood paneling. 


There are no unsightly bulges or depressions in a wallpaper job where Utility 
Panels were installed as a base. All surfaces are level and smooth. 


Wallpaper looks better and wears longer if it is applied over Utility Weldwood 
Paneling. Standard x4' panels give floor to ceiling coverage. 


UNSELECTED GUM 
1-3 Grade 

Good 

Sizes ONE 

Side 


1 /8" — 3 ply 

60 x 36. 

48 x 48 

60x48....... 

36x60 

48 x 60 

l/4"-3 ply 

36x48 

48 x 48 


36x60.. 
48 x 60.. 


36 x 72. 
48 x 72. 

36 x 84. 
48 x 84. 

36 x 96. 
48 x 96. 


96 x 48 

84x48 

72x48 


3/8" — 5 ply 

36 x 48...... 

48 x 48 


36 x 60. 
48x60. 

36 x 72. 
48 x 72. 

36x84. 
48 x 84. 

36 x 96. 
48 x 96. 


1 /2"-5 ply 

48 x 72 

48 x 84 

48 x 96 


3/4" — 7 ply 

36 x 60 

48 x 60 

48 x 72 

48 x 84 

48 x 96 

96x48 


.16 

.16 

.16 

.16 

.16 


.15 

.15 

.17 

.17 

.18 

.18 

.19 

.19 

.22 

.22 

.22 

.19 

.18 


.26 

.26 

.28 

.28 

.29 

.29 

.30 

.30 

.32 

.32 


.37 

.39 

.41 


.60 

.60 

.60 

.60 

.60 

.60 


UNSELECTED GUM 



2-3 Grade* 3-3Grade** 


Sound 

Reject 

Sizes 

ONE 

TWO 


Side 

Sides 

/8"— 3 ply 



60 x 36 

$ .15 

$ *12 

48 x 48 

.15 

.12 

60 x 48 

.15 

.12 

30 x 60.. 


.12 

36 x 60 

.15 

.12 

48x60 

.15 

.12 

/4"-3 ply 



36 x 48 

.14 

.13 

48 x 48 

.14 

.13 

36 x 60 

.16 

.13 

48 x 60 

.16 

.13 

36 x 72 

.17 

.13 

48 x 72 

.17 

.13 

36 x 84 

.18 

.14 

48 x 84 

.18 

.14 

36x96 

.21 

.17 

48x96 

.21 

.17 

96x48.... 

.21 

.17 

84 x 48 

.18 

.14 

72 x 48 

.17 

.13 


*2-3 Grade admits minimum number of 
moderate defects not found in 1-3 Grade. 

**3-3 Grade admits defects both sides but pro- 
vides considerable areas of clear cutting. 


SELECTED WHITE GUM 


Sizes 

1 /4" 3 p|y 

48x72 

48 x 84 

48x96 

3/4"— 7 ply 

96 x 48 


Good 

ONE 

Side 

$ .22 
.24 
.26 


.66 


SELECTED RED GUM 


Sizes 

1/4"- 3 ply 

48 x 72 

48 x 96 


Good 

ONE 

Side 

$ .35 
.39 


QTD. FIGURED GUM 



Good 

Sizes 

ONE 

Side 

8" — 3 ply 


36 x 72 

$ .52 

48 x 84 

.57 

4"— 3 ply 


48 x 72 

.54 

36 x 84 

.59 

48 x 84 

.59 

48 x 96 

.62 


UTILITY GUM WELDWOOD 
1-3 Grade 


Six* 

l/4"_3 ply 

96 X 48 


Good 

ONE 

Side 

$ .22 


POPLAR 

1-3 Grade 


Sizes 

1 /8" — 3 ply 

48 x 48 

48 x 72 

48 x 84 

1 /4" — 3 ply 

48x48 

48 x 72 

48 x 84 

48 x 96 

3/8" — 5 ply 

48 x 48 

48x60 

48 x 72 

3/4 "-7 ply 

96x48..... 


Good 

ONE 

Side 

$ -17 
.17 
.17 


.19 

.21 

.23 

.25 


.32 

.33 

.34 


.66 
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VERTICAL GRAIN CEDAR 

No. 1 and 1A Grade 


AROMATIC CEDAR 

Popular for Closet Lining 


These beautiful panels are a 
recent addition to our line of 
manufacture. The logs, taken 
from our own large timber 
holdings on the Pacific coast, are quartered and sliced 
and the resulting panels have a warm, lovely appearance 
which is enhanced by finishing. Vertical Grain Cedar is 
a moderately priced panel which can be finished either 


A striking treatment of Vertical Grain Cedar #1A in the Wanamaker Village 
of Vision, Philadelphia. Vernon Sears, Architect. 

light, dark or natural; the darker shades can be made to 
simulate walnut or mahogany, while the lighter effects 
look much like Comb Grain Oak. It is an excellent panel 
for residential work and is finding increased acceptance 
for stores, offices and general woodworking requirements. 

The Number One grade runs to uniform color; the 
One-A grade contains contrasting areas of light and dark 
wood and is especially effective for rustic interiors. 




Vertical Grain Cedar #1A. Note that the sharp contrast between light and Vertical Grain Cedar f\. Light and dark woods blend into each other and 

dark woods forms a decided stripe. produce a fairly uniform tone. 
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CALIFORNIA PINE 

Prices on Request 


Sound 

TWO 

Sides 


Sound 

ONE 

Side 


AMERICAN ELM 
(Unselected) 


Sixes 


SPRUCE 

Prices on Request 

Sound 

ONE 

only Side 

-3 ply 
-3 ply 
-5 ply 
-5 ply 
-5 ply 


Sound 

TWO 

Sides 


CALIFORNIA PINE 


This highly favored wood has been practically unavailable in recent years. Now our 
new, modern plant at Anderson, Cal., backed by over one billion feet of choice timber, 
is in operation; full production will be achieved by January. 

California Pine Weldwood occupies a unique place in the industry. It is the lowest 
priced panel which can be painted without grain raise or check. Since it is pine 
throughout, edges can be smoothly molded both with and across the grain. 

Remember— California Pine Weldwood is pine throughout. 


For the Soldier's Library in their House of 
Years, W. & J. Sloane, New York, selected 
American Elm Weldwood and installed it 
horizontally. 


There is a charm and simple 
dignity in these California Pine 
Weldwood walls designed by 
Evans, Moore & Woodbridge, 
Architects. 


AMERICAN ELM 


Newly-added to the Weldwood list, American Elm is a useful panel for many 
industrial and wood-working purposes. Cheaper in price than most of the hardwoods, 
it resembles such woods as Oak and Chestnut and is often used as a less expensive 
substitute for these woods. American Elm Weldwood is rotary-cut from carefully 
selected logs and is more uniform and better-behaved than most elm plywood. 


Spruce Weldwood is a popular wood with many users because, like California Pine, 
it can be painted or enameled with assured success. 



KNOTTY PINE 


This modern business office utilizes Knotty 
Pine Weld wood to create an unusual, informal 
effect. Vernon Sears, Architect. 



Good 

Sizes 

ONE 

Side 

l/4"-3 ply 


48x72 

$ .36 

48 x 84 

.36 

48x96 

.36 

96 x 48 

.36 

3/4 "—7 ply 

(Veneer Construction) 


96x48.... 

$ .68 

48 x 96 

.68 


Knotty Pine paneling continues in high favor, being particularly popular for 
informal and semi-formal room installations. It is ideal for home use in dens, 
libraries, playrooms, bars and has also been used successfully for living rooms, 
dining rooms and bedrooms of a less formal Colonial type. 

Weldwood Knotty Pine paneling, made of selected white Idaho Pine, is made 
on a volume basis which has brought its price down to a modest level. In conse- 
quence, a Weldwood Knotty Pine installation can be erected at an installed cost 
which compares favorably with that of lumber and its appearance and per- 
formance are far superior. Knots are of proper size and placement and shrinkage, 
which is a serious problem when narrow strips of lumber are used, is largely 
eliminated. Faces are specially selected for fine architectural work, making 
Weldwood Knotty Pine a wood which decorators and architects can rely upon 
for excellent effects. 


Knotty Pine Weldwood, a perennial favorite, 
is a friendly wood which makes all rooms 
homelike. Shown in the Hotel Roanoke Lounge, 
Roanoke, Va. 


KNOTTY PINE 




. . a Weldwood specialty wall 
individuality 


paneling of refreshing 


WELDTEX 


Interior Type 


Exterior Type 


Sixes 


Pat. Nos. 2286068, 


Here is something really new and different in wall panel- 
ing an exclusive, patented Weldwood material which 
adds smartness and distinction wherever it is used. 

In Weldtex the warmth and beauty of natural wood 
have been augmented by grooving the surface with deep, 
irregularly-cut striations running the full length of the 
panel. These cut-in grooves lend a third-dimensional 
quality to the surface, breaking up the flat plane and 
creating interesting highlights and shadows. These grooves 
have the further virtue of permitting butt joints without 


indicating a joint line. 

Weldtex has won the instant approval of designers 
and decorators who have used it successfully for many 
widely varying installations. Made in interior and ex- 
terior grades, it has been used for walls of smart homes 
and offices, for building exteriors, for displays, signs, 
furniture, etc. 

A new booklet, showing many interesting applications 
of Weldtex, will be sent on request. 


Good 


Good 

ONE 

Sizes 

ONE 

Side 

3/8"— 3 ply 

Side 

$ .27 

48 x 96 

$ .32 

.28 

48 x 108 

.34 

.30 

48 x 120 

.36 

Weldtex 

is fully patented under U. S. 


Striking effects can be worked out simply by 
altering the direction of the grain. Install 
W eldtex vertically, horizontally, diagonally — 
in plain, herringbone, stripe, diamond or 
checkerboard pattern. 


WELDTEX has Important Practical Advantages: 

0 No grain raising or checking 0 Economical in panel cost and erection expense 

0 Expansion and contraction minimized because stria - 

0 Lends itself to unusual decorative treatments hori- 

tions relieve surface tension 

zontal, vertical, checkerboard, etc. 

0 No joint problems face nails are concealed by deep- 

cut grooving 0 May be finished in many ways. 
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48 

24 

30 

36 : 

48 : 

24 

30 

36 

48 

24 

30 

36 

48 

48 

48 

3/8" 

36 

48 

36 

48 

36 

48 

1 / 2 " 

36 

36 

48 

48 

3/4" 

(Venec 

60 

42 

48 

48 

48 

48 

96 

13/1 

<lt 

36 

48 

36 

48 

36 

48 

36 

48 

144 

144 

144 

144 

SI 

1/4" 

36 

48 

48 


HI 


Good 

TWO 

Sides 



.39 

.39 


.45 

.45 


.47 


.68 


.77 


Birch is a fine, hard cabinet wood with which a wide variety of pleasing effects 
can be accomplished. It works beautifully and lends itself to brilliant finishes — 
paint, enamel or for staining walnut or mahogany. Natural birch, finished with clear 
lacquer, makes a beautiful, modern interior. Since Birch Weldwood is obtainable 
from us in either selected red or white color, it is suited for the finest cabinet work. 

The principal source of our Birch veneer is 75,000 acres of company-owned 
virgin timberlands located in the Algonquin Park section of Ontario, Canada. The 
choice peeler logs are shipped to Woodstock, Ontario where we have built the most 
modern and probably the largest single ply veneer mill on the continent. 

The Birch is hard in texture, cut on the most modern equipment and segregated 
into all white, all red and unselected, thus controlling this important wood from 
stump to finished product. It is belt-sanded on the latest type machines which give 
it a smooth, polished finish. 

Our Unselected Birch is an interesting decorative material and, of course, is the 
ideal surface for painting when a perfect finish and smooth, hard base is desired. 

SELECTED WHITE OR RED BIRCH 

The segregation of White and Red Birch panels is carefully done at our Algoma, Wise, plant and 
since our production of these panels is extremely large, we are usually able to offer a good assortment 
of sizes in either color. The availability of Birch, selected for color, will be of special interest to 
woodworkers since it greatly broadens the application of this fine hardwood. 

CURLY BIRCH 

Curly Birch panels have an attractive undulating figure which makes this wood highly desirable for 
cabinet work. Our stock is hand picked to insure a handsome job. 

Waterproof Birch — See page 26. 

Birch Counterfronts — See page 23. 

Birch Die Boards — See page 25. 




The full beauty of Birch Weldwood is most apparent in a simple 
panel arrangement like this, in Arts & Architecture's Case Study 
House § 1 1. J. R. Davidson, Designer. 


SELECTED WHITE BIRCH 

Good 
ONE 
Side 

3 ply 

72 $ .39 


Sizes 


13/16" — 5 ply 

(Lumber Core) 

48 x 72 

48 x 84 

48 x 96 


CURLY BIRCH 


13/16"— 5 ply 

(Lumber Core) 

48 x 96 

144 x 36 

144 x 42 




For a dignified treatment in the traditional manner, designer 
William H. Lee selected 10' high Architectural Weldwood panels 
of White Maple. The Fackenthal Library, Franklin & Marshall 
College, Lancaster, Pa. 


BIRD'S-EYE MAPLE 
Cabinet Grade 


CURLY MAPLE 
Cabinet Grade 

Good 

Sizes ONE 

Side 

-3 ply 

72 $ .62 


MAPLE 


With the continued preference for light colored furniture and interiors, the demand 
for maple panels remains strong. 

Maple is an exceptionally hard wood and only that from Northern regions, aptly 
called “rock maple”, is used for Weldwood Plywood. The sapwood is light but the 
heartwood tends towards somewhat darker shades. Where the job is to be stained, 
panels unselected for color may be employed, but with modern light or blonde 
finishes, where uniform white color is essential, selected white maple must be used. 


SELECT WHITE MAPLE 


Sizes 

Good 

ONE 


Side 

1/4" — 3 ply 


36 x 60 

$ .44 

36x72 

.45 

36 x 84 

.51 

48 x 72 

.45 

48 x 84 

.51 

48 x 96 

.53 

13/16" — 5 ply 

(Lumber Core) 


36 x 84. 

1.00 

36 x 96 

1.03 

48 x 72 

.94 

48 x 84 

1.00 

48 x 96 

1.03 

144 x 36 

1.03 

144 x 42 

1.03 

144 x 48 

1.03 


Select White Maple Weldwood is faced entirely with selected veneers, of uniform color and free of 
stain or mineral streak. These veneers are cut exclusively from the finest quality northern logs. 

Unselected Maple Weldwood consists of cabinet grade panels which, through slight discoloration, 
do not quite come up to the standards set for the selected grade. In texture of wood and manufacture 
they are identical. 


BIRD’S-EYE MAPLE 


Bird’s-Eye Maple is a freak of nature. The value of the veneer depends largely on the quantity 
and distribution of bird’s-eyes on the faces. With this in mind, Weldwood stock panels are manu- 
factured with the finest veneers obtainable — veneers which are thoroughly covered with figure and, 
being selected for even, light color, enable the cabinet-maker to produce a strikingly handsome and 
uniform job. 



Good 

Sizes 

ONE 

Side 

1/4"— 3 ply 


48 x 72 

$ .62 

48 x 84 

.69 

48 x 96 

.75 

13/16"— 5 ply 


144 x 36 

1.19 

144 x 42 

1.19 


CURLY MAPLE 


Curly Maple from Colonial days has been the choice of furniture craftsmen. Selected from choice 
logs, the “crossfire” figure lends tone and distinction to any installation where it is employed. 
Weldwood Curly Maple is especially selected for balanced figure. 


Maple Counterfronts — See page 23. 
Maple Die Boards — See page 25. 





PLAIN RED OAK 
(Rotary Cut) 

Good 

Sixes ONE 


■ 


)/4"-7 ply 

(Veneer Construction) 
48 x 96 


PLAIN SLICED 
WHITE OAK 

Good 

iizes ONE 

Side 

3 ply 


Good 

TWO 

Sides 


RIFT (Comb Grain) 
WHITE OAK, cont’d 

Good 

Sizes ONE 


Good 

TWO 

Sides 


13/16" — 5 ply 

(Lumber Core) 

36x72 

48 x 72 


1/4"— 7 ply 

(Veneer Construction) 

48x60 

48 x 72 

48 x 84... 

48x96 

96 x 48 


RIFT (Comb Grain) 
WHITE OAK 

Good C 
Sizes ONE 1 


13/16"— 5 ply 

(Lumber Core) 
36x72........ 

48 x 72 


(Bending) 

For sizes and 
prices, see page 25. 


PLAIN SLICED WHITE OAK 

Weldwood Plain Sliced White Oak is manufactured from 
the same quality of logs used for Comb Grain or Rift. 
The panels will, therefore, be found clean, of uniform color 
and suitable for cabinet and fixture work of high quality. 


RIFT (COMB GRAIN) WHITE OAK 

By slicing the oak flitch on an angle, known as “rift 
slicing,” a straight or comb grain effect is produced. This 
is sometimes called “streamlined oak.” Weldwood Rift 
White Oak is selected for uniform texture and figure and 
lends itself admirably to the “blond finishes,” largely used 
in fixture and cabinet work in the modern trend. Panels 
are center matched. 


PLAIN RED OAK (Rotary Cut) 

Freedom from sap stain or mineral streaks is an important 
feature of Weldwood cabinet grade oak panels and this 
explains why these lower-priced oak panels lend them- 
selves so admirably to the better type of cabinet job. 
All cabinet grade oak panels are center matched. 

Oak Counterfronts — See page 23 . 


Oak Weldwood Plywood 
in the Jaeckel showroom, 
New York. Designer: Her- 
bert Beidler. Installation 
by Jaff Bros. Woodwork- 
ing, Inc., Long Island City. 


Of the many varieties of Oak commercially cut 
in the United States, the finest and most impor- 
tant is known botanically as Quercus Alba — a 
genuine white Oak with a lovely, mellow color. 
Comb Grain, or Rift Oak, is in greatest demand 
due to its simple good taste; the flashy flake cut, 
which is produced by cutting on the true quarter, 
being pretty much out of date. 

The supply of Oak suitable for Comb Grain 
cutting is not large but fortunately we have 
sources which provide us with veneers up to our 
standard of quality. 

We do not rotary cut white Oak because we 
believe the wood is too fine for that treatment as 
it accentuates the open grain of the summer 
growth of the tree. 





SLICED WALNUT 

Good 

Sizes ONE 


Good 

TWO 

Sides 


l/8"-3 ply 

I (Bending) 

For sizes and prices, 
see page 25. 


3/4"— 7 ply 

(Veneer Construction) 

4# x 72 

48 x 84 

48 x 96 

96 x 48 


13/16" — 5 ply 

(Lumber Core) 

36 x 60 


l/8"-3 ply 

(Bending) 

For sizes and prices, 


3/4 "—7 ply 

(Veneer Construction) 

48 x 84 

48x96 

96x48 


13/16"— 5 p 

(Lumber Core) 

48 x72 

48 x 84 

48x96 


WALNUT 


This finest of cabinet woods is becoming quite scarce, few, if any considerable 
stands being available. In consequence, most logs are being picked up from farmers* 
woodlots in several of the border states of the South and Middle West. 

Where dignity, warmth and the softness of fine wood is demanded, Walnut is 
without a peer and its popularity as a fine decorative hardwood continues through 
the years. 

Walnut Weldwood Plywood in the cabinet grade is always of the figured type, 
with a pronounced character and an absence of sapwood. A standard grade is manu- 
factured which includes a certain amount of sapwood but this is easily treated 
on the job or if finished natural makes an interesting effect which architects and 
decorators sometimes prefer. Highly figured Walnut with cross-fire is available in 
limited quantities for fine architectural work while French Walnut, somewhat 
lighter in color than the domestic, and Claro, a California Walnut with a high, 
pronounced figure, are other fine species used for custom installations. 

We pride ourselves on our selection of Walnut and at all times carry a large 
inventory of selected flitches for architectural use. 

QUARTERED SLICED WALNUT 

Matched sets of exquisite flitches of quartered sliced Walnut suitable for the finest installations, 
are available for de luxe interiors requiring a brilliant figure. The flitch numbers are branded on the 
edge of each panel for identification, and all panels are center matched. 

Architectural Walnut — See page 19. 

Walnut Counterfronts — See page 23. 

Waterproof Walnut — See page 26. 


The natural beauty of Walnut Weldwood is 
all the decoration needed to make this a 
truly distinctive bar. The Cardinal Richelieu 
Hotel, San Francisco. 
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RIBBON-STRIPED 
AFRICAN MAHOGANY 


Good 

TWO 

Sides 


Mahogany Weld wood panels are truly luxurious — 
their rich, deep tones bring an extra touch of 
beauty to any room, in any house, anywhere. 


One of the oldest and best loved of tradi- 
tional woods, African Mahogany holds its own 
in modern design. It adapts itself easily to 
streamlined interiors. Hyde & Williams, 
Architects. 





Good 

Sizes 

ONE 

Side 

1 /8" — 3 ply 


48 x 72. 

$ .42 

48 x 84 

.45 

48 x 96 

.48 

1/8"— 3 ply 

(Bending) 

For sizes and prices, 
see page 25. 

1 /4" — 3 ply 


48 x 84 

.41 

24 x 60 

.42 

30 x 60 

.42 

36 x 60 

.42 

48 x 60 

.42 

24 x 72 

.45 

30 x 72 

.45 

36 x 72 

.45 

48 x 72 

.45 

24 x 84 

.48 

30 x 84 

.48 

36 x 84 

.48 

48 x 84 

.48 

24 x 96 

.51 

30 x 96 

.51 

36 x 96 

.51 

48 x 96 

.51 

48 x 108 

.55 

48 x 120 

.58 

3/8"— 5 ply 


36 x 72 

.66 

48 x 72 

.66 

48 x 84 

.69 

48 x 96 

.72 

1/2"— 5 ply 


36 x 72 

.75 

48 x 72 

.75 

48 x 84 

.78 

48 x 96 

.81 

3/4" — 7 ply 

(Veneer Construction) 


48 x 60 

.79 

48 x 72 

.81 

48 x 84 

.83 

48 x 96 

.85 

96 x 48 

.83 

13/16"— 5 ply 

(Lumber Core) 


36 x 72 

.90 

48 x 72 

.90 

48 x 84 

.97 

48 x 96 

1.00 

144 x 28 

1.00 

144 x 36 

1.00 

144 x 42 

1.00 

144 x 48 

1.00 


1.17 


African Mahogany is one of the world’s finest cabinet woods and has had the esteem 
of generations of those who appreciate the value of beautiful and well-behaved 
veneers and lumber. Not only is it a delight to the eye but it is a wood of great 
strength, its density and regular grain contributing to its rugged performance. 

Most of the veneers used for cabinet grade Mahogany Weldwood are selected 
figured African carrying a strong stripe. These panels should not be confused with 
rotary cut or half-round Mahogany being offered at lower prices by others. Faces 
are carefully matched; panels are belt-sanded and polished. 

We also include some Honduras Mahogany veneers which do not carry a stripe 
but are much denser and closer grained. Panels made from these veneers take a 
fine furniture finish. 

Sapeli Mahogany, carrying a more pronounced stripe figure than other types, 
may be had on special order. 

For architectural and other special jobs we have large inventories of mahogany 
veneers of all three species. 

MAHOGANY DRAWER BOTTOMS 


Furniture manufacturers recognize the advantages of using mahogany drawer bottoms in their 
furniture and we are supplying some of the foremost makers. Ample stocks are carried for prompt 
warehouse shipment. 


Waterproof Mahogany — See page 26. 
Mahogany Counterfronts — See page 23. 
Architectural Mahogany — See page 19. 
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PHILIPPINE MAHOGANY 


Philippine Mahogany as a wall paneling. The ribbon stripe which distinguishes 
this Weldwood is highly ornamental and particularly effective when shown 
over large areas. 


For the first time since the war, we are now able to offer Philippine Mahogany 
Weldwood, made on hardwood equipment at our Seattle plant from logs which we 
are importing ourselves. These logs are carefully selected by our own Philippine 
representative and represent the finest type for veneering. 

Philippine Mahogany is a desirable cabinet hardwood, light in color, with a pro- 
nounced stripe. It has been a favorite with fixture manufacturers, cabinet-makers 
and woodworkers who respect its fine appearance and ease of fabrication. Its re- 
appearance in the list of fine Weldwood hardwoods will be welcomed. 

These panels are carefully book-matched and belt-sanded which imparts a fine 
polish for finishing. 

They are available in both ribbon-striped and rotary cut veneers, the latter in 
the thickness being ideal for laminated Micarta table tops and for painted work. 

Waterproof Philippine Mahogany — See Page 26 . 




PLYWOOD 


Weldwood Plywood for decorative, interior use is produced in 


Architectural, Cabinet and Standard grades. All are suitable for 


ARCHITECTURAL WELDWOOD 

It has been our privilege to make the plywood for 
many of the most important and beautiful installa- 
tions in the country. A special department is main- 
tained to manufacture this type of plywood to the 
highest specifications which master skill and modern 
equipment will permit. The all-important selection 
of veneers includes our own huge inventories plus 
those of all the world’s finest veneer cutters. A large 
selection of unusually fine flitches is maintained in 
our special veneer room at the Weldwood Building, 
55 West 44th Street, New York, and flitches can be 


examined by architects, designers and clients of the 
woodworking industry without obligation. 

Fine rooms made with Weldwood Architectural 
Plywood maintain and improve their original beauty 
through the years and, like all otherUnited States Ply- 
wood Corporation’s products, are guaranteed for the 
life of any building in which they are installed. Weld- 
wood Architectural Plywood can be obtained on new- 
type fire-resistant cores or on fireproof wood cores. 

Quotations on custom-made Architectural Weld- 
wood paneling will be made upon receipt of detailed 
specifications. 


fine interiors in homes, offices, stores, and institutions of all types. 


WELDWOOD 



The luxury of its color and grain figure makes Brazilian 
Rosewood an important decorative material for fine 
interiors. The Plaza Hotel Cocktail Room, Hollywood, Calif. 



The unlimited possibilities of fine woods are illustrated in 
this distinctive installation. Inlays of wood veneers form 
the bold leaf design. Harper Richards, Architect. 



Matched panels of Walnut Weldwood are a b 
background for the Chinese decorations in the 
Bank of San Francisco. 




t in 


ARCHITECTURAL 

WELDWOOD 

FIGURED HONDURAS 
MAHOGANY 


Smooth, modern Rift Oak Weld- 
wood is high on the decorator's 
list of preferred wall materials. 
This is how LMiUgr use d it in their 


FIGURED KORINA 

4"-7 ply 

(Veneer Core) 

48 x 96 . $1.12 


FIGURED FLAT 
SLICED WALNUT 
4" — 5 ply 

(Veneer Core) 

48x96.... $1.50 

48 x 120 1.55 


(Veneer Core) 


ne installati 
Burbank, C 
w partitions 


Teak Weld wood in the City Hall Council 
Architect. Alien & lutzi used the pan.lt 
for 15' wall.. 


MOTTLED MAHOGANY 

4"- 5 ply 

(Veneer Core) 

48x96 $1.35 

48x 120 1.40 


WELDWOOD is the 
registered trademark of 
United States 
Plywood Corporation 


fin -w/f 


ARCHITECTURAL PANELS FROM STOCK 


In addition to custom-made architectural panels, our New York, Chicago 
and Los Angeles warehouses carry an assortment of the most wanted woods 
for immediate shipment. These stock panels are perfectly matched, are num- 
bered consecutively for convenient installation, and are suitable for the finest 
cabinet job. Woods usually available are: 


Avodire 
Curly Maple 
Figured Mahogany 
Figured Oak 


Figured Walnut 
Korina 
Orientalwood 
Prima Vera 


but we suggest that you ask for a list of currently available panels of this 
type, since the species vary from time to time. 


Sizes 

Good 

ONE 

13/16" — 9 ply 

(Veneer Core, Phenolic 

Side 


Resin Glued) 


48 x 114 

$1.15 

48 x 132 

1.18 

45 x 132 

1.18 

42 x 132 

1.18 

48 x 120 

1.30 

FIGURED AVODIF 

13/16" — 9 ply 

(Veneer Core, Phenolic 
Resin Glued) 


48 x 144 

$1.62 

48 x 120 

1.55 


autiful 

Canton 


Sliced American Walnut is a handsome wood. The Sun Life Assurance 
Company of Canada paneled the I 

with this Weld wood. Architects were Purves/^^^i^Sfewart. 



SELECTED PRIMA VERA 

Good 

Sizes ONE 

Side 

/4" — 3 ply 

36 X 72 $ .75 

48 x 72 75 

36 x 84 84 

48 x 84 84 


PLAIN DE ORO 


Sizes 


(Bending) 

For sizes and prices, 
see page 25. 


1/4" — 7 ply 

(Veneer Construction) 

48 x 96 

96 x 48 


J/4" — 7 ply 

(Veneer Construction) 

48 x 72 

48 x 84 

48 x 96 

96 x 48 


13/16" — 5 ply 

(Lumber Core) 

48 x 72 

48 x 84 

48 x 96 

144 x 36 

144 x 42 


13/16"— 5 ply 

(Lumber Core) 

36 x 72 

48 x 72 

48 x 84 

48 x 96 

144 x 28 

144 x 36 

144 x 42 

144 x 48 


FIGURED DE ORO 


Good 

ONE 

Side 


FIGURED AVODIRE 

Good 

Sizes ONE 


(Veneer Construction) 

48 x 96 

96 x 48 


/16" — 5 ply 

(Lumber Core) 

36 x 72 

48 x 72 

48 x 84 

48 x 96 

144 x 36 

144 x 42 


(Veneer Construction) 
48 x 96 


13/16"— 5 ply 

(Lumber Core) 

36 x 72 

48 x 72 

48 x 84 

43 x 96 

144 x 36 

144 x 42 


DE ORO 


Light-hued, beautifully figured, moderate in price, 
De Oro is one of the most popular of Weldwood’s 
extensive assortment of fine cabinet grade hardwoods. 

The wood is a light golden shade, much on the tone 
of Ayous — deeper than Prima Vera — and less expen- 
sive. It is unusually hard and tight-grained so that 
panel faces are satin-smooth. An exquisite finish may 
be secured with a minimum of material and labor, 
making De Oro a wood suitable for the most exacting 
architectural installation or cabinet job. 

PRIMA VERA 

Prima Vera, or “White Mahogany”, is an attractive 
Central American hardwood which has won an impor- 
tant place among cabinet woods. It is characterized 
by a restrained grain which, while running mainly to 
broken vertical markings, has a simple beauty unlike 
any other wood. In color it is a lovely golden hue 
which takes light finishes admirably. 

Prima Vera Weldwood is made from choice flitches 
selected from large lots of veneer. Our standards of 
selection are unusually high which is one of the main 
reasons for the excellence of our Prima Vera panels. 

AVODIRE 

The continued preference for light colored effects plus 
the refined elegance which is characteristic of this wood, 
have combined to make Avodire one of our most pop- 
ular panels. Its grain is clearly marked with an attrac- 
tive “rope” figure and its golden hue takes finishing 
with complete success. 

Avodire is an African wood, medium hard, which 
can be fabricated readily. When quarter-sliced, the 
figure normally follows a unique diagonal but often 
presents a heavy, flat mottle. 

De Oro, Prima Vera and Avodire Counterfronts — 
See page 23. 
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Good Good 
ONE TWO 
Side Sides 


(Bending) 

For sizes and prices, 
see page 25. 


/16" — 5 ply 

(Lumber Core) 

36x72 

36 x 84 

48 x 72 

48 x 84 

48 x 96 

144 x 36 

144 x 42 

144 x 48 


KORINA is the 
Trademark of 
United States 
Plywood Corporation 


Korina, a new, light-colored wood developed exclusively by us, should quickly 
become one of our most popular hardwoods. 

It fills the demand for a handsome, light-colored wood at a reasonable price. 
To a large extent, it will be used in place of Prima Vera and Oak since it has much 
the character of these desirable cabinet woods but is about one-third less in cost. 
In color and grain character, it closely resembles Prima Vera but is far superior 
to it in cleanness, soundness and width of flitches. In light, natural finish, Korina 
should find quick acceptance for smart, modern store fixtures, for cabinet work of 
all kinds and for paneled walls in homes and offices. 

Korina will have a permanent place in our assortment of fine hardwoods. We 
have already received a substantial quantity of logs and are assured of a continuing 
supply. 

As will be seen from the list 
of sizes and prices on this page, 
we are manufacturing Korina in 
a good range of thicknesses and 
sizes, from }/ 4 " 3 -ply to 
lumber core, 48" x 72" to 144" 
x 42". 

Samples and descriptive liter- 
ature are available. 

Korina Counterfronts See 
page 23. 


Store fixtures are going “blond" with Korina, 
This delicately colored Weldwood is at home 
in any interior — store, bank, office, hotel, 
home or any other place where fine, light 
woods are preferred. 
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WELDWOOD MOLDINGS 

in 8 Ft. Strips 


PLANKWELD® 
(Unselected Birch) 
l/4"-3 ply 

16 x 96 $ .60 


Pat. Pending 


One of our recent and most promising developments, Plankweld is 
narrow-width factory finished hardwood plywood, %" thick by 8 feet 
long, which is grooved at each long edge to permit easy installation. 
Designed particularly for erection over existing walls, the groove of 
each Plankweld panel is slipped into that of the adjoining one. A mastic 
adhesive is spotted on the back of the panel and only a 
few small brads, inserted at an angle within the groove, 
are required. Facenailing is consequently unnecessary 
and, since the paneling is factory finished, a remark- 
ably quick and low-cost installation is made possible. 

Architects have been impressed with the economy of 
Plankweld and have also admired the plank effect 
which results from its use. Plankweld has been used for 
many fine interiors and has also been found practical 
for projects where cost is an important consideration. 
Several manufacturers of low priced prefabricated 
houses, for example, have adopted Plankweld, having 
found it to be a handsome yet economical wall material. 

Width: 16*; Thickness: \ factory finished, ready for imme- 

diate installation. 



Mahogany 

Oak 

Walnut 

Maple 

Korina 

Style A 

$ .45 ft. 

$ .47 ft. 

Style B 

.38 ft. 

.40 ft. 

Style C 

.45 ft. 

.47 ft. 

Style D 

.30 ft. 

.32 ft. 

Cove* 

.60 ft. 

.69 ft. 

* short or long grain; G1S on concave side. 


Weldwood Moldings are designed to permit the easy 
and attractive installation of plywood paneling with- 
out facenailing, countersinking or puttying. Made of 
extruded aluminum with the exposed faces of 
genuine wood veneer, they make it easy for anyone 
to erect plywood paneling quickly and economically. 
They are also useful to cabinet and fixture manufac- 
turers, for shop use. 

The veneer faces are available in woods which 
match the popular types of plywood paneling. Thus, 
the matter of “matching moldings” which has always 
been a serious problem in the installation of hardwood 
plywood, is solved. 

Face veneers are permanently bonded to the alumi- 
num with phenol formaldehyde resin, under heat and 
pressure. For wall installations, moldings are nailed 
to studding or plaster. Panels are held firmly yet 
room is allowed for expansion or contraction without 
showing open joints. 


Designed for }/± f panels, Weldwood Moldings are made in four 
styles: Cap, divider, inside corner, outside corner in these woods: 


Oak 

Mahogany 
Lengths: 8 foot 


Walnut 

Korina 


Maple 


Weldwood Moldings are made exclusively for us 
by Keller Products, Inc., Manchester, N.H. Patent applied for. 






COUNTERFRONTS 

I Good 
Sizes ONE 

Side 

Figured Avodire 

144 X 36 $1.33 

144x 42 1.33 

Unselected 

Birch 

144 x 28 90 

144 x 36 90 

144 x 42 90 

144 x 48 90 

Selected 
White Birch 

144x36 97 

144x42 97 

Curly Birch 

144x36 1.05 

144 x 42 1.05 

Plain De Oro 

144x36 1.15 

144x42 1.15 

144 x 48 1.15 

Figured De Oro 

144x 36 1.26 

144x42 1.26 

Korina 

144x 36 1.03 

144 x 42 1.03 

144 x 48 1.03 

Mahogany 

144x 28 1.00 

144 x36 1.00 

144x42 1.00 

144 x48 1.00 

Bird's-Eye Maple 

144x 36 1.19 

144x42 1.19 

144x48 1.19 

Select White 
Maple 

144x36 1.03 

144x42 1.03 

Plain Sliced 
White Oak 

144 x 28 $1.01 

144x36 1.01 

144x42 1.01 

144 x48 1.01 

Rift (Comb 
Grain) White 
Oak 

144x 28 1.08 

144x36 1.08 

144x 42 1.08 

144 x 48 1.08 

Selected 
Prima Vera 

144x36 1.34 

144x42. 1.34 

144x48 1.34 

Sliced Walnut 

144x28 1.08 

144x 36 1.08 

144x 42 1.08 

144x48 1.08 

Quartered 

Walnut 

144 x 36 1.25 

144x 42. 1.25 

144 x 48 1.25 


CUPBOARD DOOR 
PANELS 

Sound 

TWO 

Sides 

Birch 

(Basswood 
Lumber Core) 

3/4"— 5 ply 

14, 16, 18, 20 & 

24 wide x 48. . $ .89 


Indispensable to fine 
stores, bars and restau- 
rants — Weldwood Coun- 
terfronts of exquisite hard- 
woods are especially selected 
for the beauty of their color 
and grain figure. 


Weldwood Counterfronts, as made at our Algoma plant, reflect the experience 
and skilled workmanship for which Algoma is famous. They are consistently 
favored by fixture manufacturers seeking high-quality materials and have been 
used for many of the outstanding jobs in the country. 

Painstaking attention to every detail features the fabrication of Weldwood 
Counterfronts. Core stock is kiln-dried lumber, edge glued by an exclusive process 
to eliminate warping. Faces are specially selected veneers, exquisitely matched. 
Every Weldwood Counterfront is an example of perfection in the art of fine 
plywood manufacture and commands the admiration of everyone who sees it. 

Weldwood Counterfronts, because of their 12 -foot width, are finding many 
new uses in addition to their original one. Wherever a beautiful lumber-core 
hardwood paneling material in wide widths is wanted, these counterfronts fill a 
real need. 

All Weldwood Counterfronts are I /^ // thick, 5-ply lumber core construction. 
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TEKWOOD 

8"— Plain or Brown 
48 x 96 

Grade #1 

Grade #2 


PROTEKWOOD 


TEKWOOD 


TEKWOOD 
(Packaging Grade) 
.080" thick 

48 x 96 -6 3 A4 


Strength — flexibility — and low cost combine to make Tekwood 
one of the most versatile products in the Weldwood assort- 
ments. Its possibilities are rapidly being recognized in dozens 
of fields — every day brings reports of new and successful uses 
to which it has been put. 


Some of the Principal Uses for Tekwood: 

Containers Toys and games Displays Wallboard 
Furniture and radio backing Table mats and coasters 

Furniture Trunks and luggage 


Note Tekwood f s Unusual Features: 

Great strength Remarkable flexibility Light weight 
Die-cuts cleanly Takes paint well Readily embossed 
Easily nailed and worked 


TEKWOOD (Packaging Grade) 

Special light weight, high strength material similar in con- 
struction to standard Tekwood but thinner and considerably 
lower in price. Made especially for light weight packaging, 
particularly for the construction of “wrap-around” containers. 

Size: .080" thick; 3-ply; 48" x 96". 


TEKWOOD UNDERLAY 

By using an asphalt-impregnated sheet in place of cylinder kraft, this 
special grade of Tekwood for use under linoleum has been developed. 
Tekwood Underlay provides a smooth, firm foundation for linoleum and 
is particularly valuable for installations over uneven floors. Large 4 ft. 
by 4 ft. sheets can be quickly nailed in place; fitting around corners and in 
odd-shaped spaces is easy since the material can be cut readily. 

Tekwood Underlay is low in cost, making it possible to do a superior 
linoleum installation without undue expense. 

Sizes: }\" thick; 5-ply; 48" x 48". Further details and prices on request. 


. . a hardwood veneer, faced both 
sides with resin-bonded cylinder 
kraft. Tekwood is a low cost sheet 
of wide usefulness. 


1/7" 

48 x 96. 


t 


PROTEKWOOD ] 


TEKWOOD and PROTEKWOOD 
are patented Weldwood specialties. 
U. S. Pat. Nos. 1997344. 2019610, 
2405235. Other pats. pend. Trade- 
marks registered. 



Similar in construction to Tekwood, described above, Protekwood is a newly- 
developed, low-cost board made with black, asphalt-impregnated sheets, 
bonded to a hardwood core. The resulting panel is highly water-resistant — - 
making it important for the container field — and remarkably rat-repellent — 
making it of great value to farmers and poultry producers. Its efficiency as a 
rodent barrier has been thoroughly tested by agricultural colleges and independent 
laboratories. All authorities agree that Protekwood should prove of immense 
benefit in combatting the ever-present rat menace. 

Size: 1/7" thick; 3-ply; 48" x 96". 
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BIRCH & MAPLE 
DIE BOARDS 


BENDING PANELS 


These are all made of carefully selected tough veneers, fab- 
ricated to precise thicknesses, mostly in five equal plies of 
the same wood for maximum durability. The boards will stay 
straight and present a firm even-cutting edge to knives. 


Fireproofed Weldtex plays an important decorative role in the Chesapeake & 
Ohio R.R. ticket office, Radio City, New York. Dorothy Draper, Designer. 


For installations where fire-resistant materials must be used, we offer two types of Weld- 
wood Plywood which are available on special order. 

In one type, Waterproof Weldwood, in any desired wood, is impregnated with fireproofing 
solutions which make the panels acceptable under underwriters’ codes. 

In the other, an entirely new and completely fireproof core material is used, faced on 
both sides with wood veneer. The core material, never before used in plywood manufacture, 
has numerous advantages including that of low cost. In consequence, these new fireproof 
panels are much lower in cost than would ordinarily be expected. 

This same core material has been used in the development of a new method of con- 
structing a demountable fireproof partition. This partition will be of particular interest to 
owners and designers of office buildings. It has already received a great deal of favorable 
comment from those who have studied its unique features. 


24 x 36 

$ .66 

36 x 48 

.66 

1/2"- 5 ply 


24 x 36 

.78 

24 x 48 

.78 

36 x 48 

.78 

5/8"— 5 ply 


24 x 36 

.89 

24x48 

.89 

36 x 48 

.89 

ll/16"-5 ply 


24 x 36 

.94 

24 x 48 

.94 

36 x 48 

.94 

3/4" — 5 ply 


24 x 36 

.98 

24 X 48 

.98 

36 x 48 

.98 

BASSWOOD 


1 /4" — 3 ply 


36 x 72 

$ .36 

48 x 72 

.36 

36 x 84 

.37 

48 x 84 

.37 

36 x 96 

.39 

48 x 96 

.39 

3/16"— 3 ply 


120x48 

.39 


1/8"— 3 ply 

G1S 



48x 

48x 

48x 


72 

84 

96 

Unsel. Birch 


$.37 

$.49 

Str. Mahogany. . . 


.49 

.52 

Korina 



.50 

Rift Oak 

.55 

.58 

.62 

Sliced Walnut.... 

.55 

.58 

.62 

Qtd. Walnut 


.78 

.82 

Prima Vera 


.82 

.86 


These are the lightest weight panels in general use. Bass- 
wood is a white, soft wood popular because of its good be- 
havior. It is ideal for jig-sawing and manual training work 
and takes paint or enamel splendidly. Basswood is diminish- 
ing in supply but we have limited stands on our own timber 
holdings. 

The extreme flexibility of Weldwood bending panels readily 
permits modern bent and curved effects. They are made in 
two special constructions— 2 ply which should be bent with 
the grain of the face veneer running with the direction of the 
curve and 3 ply used in forming cylindrical shapes and 
columns, for bending across the width. 


BASSWOOD 
BENDING PANELS 






EXTERIOR FIR 
WELDWOOD 

Prices on Request 

For sixes and thicknesses, see page 4. 


WATERPROOF 
PHILIPPINE MAHOGANY 

Rotary Cut 


WELDTEX 
Exterior Type 

For prices see page 1 1 


AIRCRAFT 
WELDWOOD 90 

Mo* 

Sizes hogany 

"-3 ply 

X 84 $ .54 


Exterior Weldwood Fir Plywood for house sidings. It is completely weather- 
proof, easy to apply, remarkably durable. 


Exterior Weldwood represents the realization of a long-awaited dream -the creation 
of plywood panels which can be guaranteed permanently against ply separation. 
The phenol formaldehyde plastic resin which is used to weld the plies together is 
not only absolutely waterproof but is chemically inert and heat-resistant. Pro- 
longed exposure to water, heat or cold does not cause it to disintegrate in any way. 

Consequently, Exterior Weldwood is completely suitable for every outdoor use. 
Its great strength, light weight and economical fabricating cost have made it a 
favored material in many fields. During the war, it was widely used for all sorts 
of purposes; including PT boats, landing barges, barracks, containers, etc., and in 
spite of the most gruelling service conditions, it performed to the entire satisfaction 
of our armed forces. 

Exterior Weldwood is available from stock in both soft and hard woods — in 
Douglas Fir, for general structural purposes, and in such decorative hardwoods as 
birch and mahogany. Other woods can be made on special order if quantities 
warrant. 



Sound 

Sound 

Sizes 

ONE 

TWO 

1/4"— 3 ply 

Side 

Sides 

48 x 96 

3/4"— 5 ply 

$ .29 

$ .35 

48 x 96.. 

Prices for other 
thicknesses and 
sizes on request. 

.54 

.62 

Striped 



Good 

Good 

Sizes 

ONE 

TWO 

1 /4" — 3 p|y 

Side 

Sides 

48 x 96 

$ .44 

$ .50 

48 x 120 

.45 


48 x 144 

.49 


48 x 168 

3/8"— 5 ply 

.54 


48 x 96 

.53 

.60 

48 x 168 

3/4" — 7 ply 

.68 


48 x 96 

Prices for other 
thicknesses and 
sizes on request. 

.68 

.74 


FOR BUILDING CONSTRUCTION Exterior Fir Weldwood for siding and other 

exterior applications is the modern, economical way to build. Large 4 x 8 ft. panels go up quickly, 
with minimum labor costs, and assure a durable, windproof wall or great structural strength. Ideal 
for homes, garages, farm buildings, poultry houses, outside doors, etc. 


FOR OUTDOOR SIGNS AND FURNITURE Signs for permanent outdoor use 

as well as outdoor furniture may be made of Exterior Weldwood, both in Douglas Fir and hard- 
woods. There is no danger of panel delamination — the plies cannot separate regardless of rains, 
snow or heat. 


FOR BOATS Exterior Weldwood has been accepted by the boating industry as the standard 
material for that field. No other plywood is so well known; it has been tried and tested by leading 
boat builders for more than ten years. 

Today Exterior Weldwood, in both Fir and hardwoods, is being used for small and large craft — - 
for dinghies, sailboats, outboards and racing boats. It is the preferred material for hulls, bulkheads, 
partitions, decking as well as for fine cabin interiors. Molded Weldwood hull shapes — strong, 
light, one-piece — are used by many boat builders in the manufacture of their own completed boats. 


Molded Weldwood hull shapes 
are tough, seaworthy, yet they 
weigh surprisingly little. 


AIRCRAFT WELDWOOD The manufacture of Weldwood Ply- 
wood in special constructions for airplane use received a strong impetus 
during the war. Many of America’s fighting planes and gliders utilized 
this thin yet remarkably strong material and its virtues have resulted in 
its adoption by many manufacturers of peace-time private planes. 

In addition, its beauty and versatility have caused it to be used in 
many other fields, far apart from its original market. Articles for the 
home, such as lamp shades, waste baskets and decorative accessories are 
being made advantageously from Aircraft Weldwood; the display field 
finds many uses for it. Since it is made with waterproof adhesives, it can 
be used for exterior applications. 

Aircraft Weldwood is available with the grain direction of the surface 
veneer running either at 45° or 90° angle, the diagonal grain being par- 
ticularly effective for many purposes. 


EXTERIOR WELDWOOD 



Armorply is plywood to which metal is permanently bonded, 
the metals used including stainless steel, aluminum, copper and 
others. Armorply has been used effectively for store and build- 
ing facades, lobbies, elevator cabs and in dairies, breweries, 
home and commercial kitchens. 


Stainless steel Armorply is a modern material for exteriors. Surfaces are 
easily cleaned, unaffected by city smoke and soot. 



Armorply is made to specification only. (U.S. Pat. Nos. 
2149882 and 2255151.) 


Originally designed for aircraft use, they are now also be- 
ing used for railroad cars and numerous especially engineered 
applications. They are made to specification only. 


Weldwood and Armorply Honeycomb employ 
the remarkable light weight, high strength 
cellular core developed jointly with The Glenn 
L. Martin Company. Weldwood Honeycomb is 
faced with wood veneer; Armorply Honey- 
comb is faced with metal skins which are usu- 
ally aluminum or stainless steel. 


HONEYCOMB 



Flexmetl panels, bent to curvature, form the wall of the 
Hotel McAlpin bar, New York. Architects*. Kahn & Jacobs. 


[ FLEXMETL 


A fireproof, decorative material made of genuine wood veneer bonded 
to thin, flexible metal, Flexmetl is an interesting and stimulating material. 
While successful use of Flexmetl has been made for store interiors, show 
windows, valances, lighting fixtures and as a decorative wall material, 
there are limitless other applications which remain to be explored. 

Flexmetl is made to specification only. 
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24x84 30x72 36x72 36x96 

30x60 30x84 36x84 48x96 


& patterns: See color card 


Cig.-Proof 

$0.80 

.74 

*69 


than 500 sq. ft. 
to 5000 sq. ft., 
r 5000 sq. ft. . . 


Colors 


Less than 500 sq. ft.... .99 

500 to 5000 sq. ft 92 

Over 5000 sq. ft .83 

All other colors & patterns 

(except Truwood) 

Less than 500 sq. ft .87 

500 to 5000 sq. ft 8T 

Over 5000 sq. ft .72 


7/8" MICARTA ON PLYWOOD 

Size: 48 x 96 

Colors & patterns: See color card 

Black #836 1.65 1.73 

Decorator Colors 1 .95 2.03 

Other colors & patterns 1.80 1.88 


Ul/4" MICARTA ON PLYWOOD 

Size: 48 x 96 

Colors & patterns: See color card 

Blsck #836 1.95 2.03 

Decorator Colors 2.25 2.33 

Other colors & patterns 2.10 2.18 

Write for prices on Truwood Micarta 
on plywood. 


1/32" BACKING SHEET 

Size; 48 x 96 

Less than 500 sq. ft 

500 to 5000 sq. ft 

Over 5000 sq. ft 


5/32" MICARTABORD 

Size: 48 x 96; Standard grade only 
Colors & patterns: See color card 


Other 

Colors 


Less than 

500 sq. ft 

500 to 5000 sq. ft. 
Over 5000 sq. ft. . 


Sizes: Same as l/l6' 


Less than 500 sq. ft. 
500 to 5000 sq. ft.. 
Over 5000 sq. ft. . . 


Class 1 includes flat cut walnut, quartered 
walnut, half round walnut, flat cut mahogany, 
ribbon mahogany, figured red gum, American 
rift oak, sapeli. 

Class 2 includes avodire, figured flat cut walnut, 
flat cut prima vera, ribbon prima vera, figured 
ribbon prima vera, figured ribbon mahogany, 
birds-eye maple, claro walnut, zebrawood. 



Pat- 

Decorator 

Black 

terns 

Colors 

$ .93 

$1.22 

$1.53 

.86 

1.11 

1.37 

.81 

.96 

1.20 


Standard 

Cig. Proof 

Class 

Class 

Class 

Class 

1 

2 

1 

2 

$1.46 

1.62 

1.59 

1.76 

1.35 

1.48 

1.48 

1.62 

1.20 

1.35 

1.32 

1.47 


Modern Material for Durable Decoration 

. . . made by WESTINGHOUSE 

Micarta is a high-pressure laminate, made in attractive colors and patterns, which is 
extraordinarily durable, never needs refinishing, and is easy to clean. It is used for table- 
tops, counter-tops, bar-tops, furniture . . . for sink tops and other kitchen work surfaces 
. . . for walls, panels and columns in shops and showrooms . . . for hotels, hospitals and 
other institutions. Its wide range of usefulness can be summarized by stating that Micarta 
is recommended for any surface which must stand hard wear, must have good appearance 
and must be readily cleaned. 

Exclusive ” Beauty Mask ” 

Micarta is made with an easily-removed kraft paper “Beauty Mask’’ which protects the 
surface during shipping and fabricating. This feature, which was developed by Westing- 
house, has proved valuable in protecting the Micarta surface until the table or other 
finished article reaches the ultimate user. It is to be found only on Micarta plastic laminate. 

Many Colors and Patterns 

There is a wide range of colors as well as Tru-Wood, which employs actual wood veneers, 
bonded under high-pressure to the plastic resin structure. Both Gloss and Satin finishes 
are available; a special Cigarette-Proof grade, guaranteed against blistering by burning 
cigarettes or cigars, is made in the full color assortment. Any color can be made on special 
order when quantity permits. 

MICARTA-COVERED PLYWOOD PANELS 

We now offer made-up panels, in size 48" x 96", consisting of or 1 x /% Weldwood Plywood, to which a 
Micarta surface sheet, plus a V32" backing sheet, are already bonded. All colors, including Tru-Wood, are 
available in these pre-laminated tops which are a highly salable lumber dealer item, as well as a convenience 
to fabricators. 

MICARTABORD FOR WALL APPLICATION 

For wall and other large-surface applications, the newly developed “Micartabord” is ideal. A thin “skin” 
of genuine Micarta is bonded under high pressure to Y% hardboard, making a plastic-faced panel thick, 
in sizes up to 4 ft. by 8 ft. Micartabord is easily erected on existing plaster or other walls where its 
permanent colors and durable, lustrous surface make a handsome and easily maintained installation. Large 
assortment of colors and patterns. 

Micarta* is made by The Westinghouse Electric Corporation and distributed 
exclusively by United States Plywood warehouses. ^Registered Trademark. 

Ask for four-page illustrated pamphlet and chart showing Micarta patterns and colors. 




WELD WOOD GLUE 

Ovwr-the-counter sizes for resale: 


Also packed in 100 lb. and 300 lb. drums for 
industrial users. Ask for prices. 


FIRZITE 

Over-the-counter sizes for resale; 


Pints 

Quarts 
Gallons. . . 
5-Gallons. < 
55-Gallons 


LUMBER DEALERS: Write for details of special 
Firzite Introductory Offer. 


SATINLAC 

ie-counter sizes for resale; 


Pints. v. . . . 
Quarts . . . . 
Gallons. . . 
5-Gallons . . 
55-Gallons 


5% extra discount on orders for 24 gallons 
or more of Firzite and Satinlac in assorted sizes. 


WILDWOOD GLUE BRUSHES 
Flat Brushes 


Round Brushes 


U.S.P. RESORCINOL GLUE 

Unit #1: lllbs. 

(9 lbs. Resin — 2 lbs. Hardener) 

Unit #2: 108 lbs. 

(90 lbs. Resin— 18 lbs. Hardener) 

Unit #3: 600 lbs. 

(500 lbs. Resin— 100 lbs. Hardener) 


ALL PRICES ABOVE SUBJECT TO 
TRADE DISCOUNT 


SATINLAC 


U. S. P. RESORCINOL GLUE 


FIRZI1 


Weldwood Plastic Resin Glue is a favorite both with pro- 
fessional and amateur woodworkers and enjoys wide sale. 
It is a one-part powder which mixes easily with cold water, 
then being ready for instant use. It joins wood to wood and 
other porous materials in a permanent bond which is un- 
affected by moisture, bacteria, fungus or mold; since it does 
not stain, it can be used for the finest woods. 

Available in small cans for over-the-counter sale as well 
as large drums for industrial use. Dealer helps: counter 
circulars, counter displays are available. 


The finishing of fir plywood and other soft woods has always 
presented problems. These problems are now solved by the 
use of Firzite, a specialty pre-finishing material sold ex- 
clusively by us. 

Firzite seals the wood pores— kills unsightly wild grain— 
virtually eliminates checking and grain raising. Available 
in both white and clear, it makes an excellent base for 
paint, stain or enamel. White Firzite also provides an easy 
and low-cost way to achieve the light “blonde” or bleached 
finishes so popular today. 

Packed in pints, quarts, gallon cans for resale and 5 gal- 
lon and 55 gallon drums for the industrial user. Dealer 
helps: counter leaflets, counter displays are available. 


Satinlac is recommended as a simple, inex- 
pensive material for the proper finishing of 
Weldwood Hardwood Plywood and similar 
woods. It is a clear lacquer which can be 
successfully brushed on without leaving 
brush marks. It gives a durable, attractive 


finish which brings out the natural beauty 
of the wood and does not turn yellow or 
darken with age. 

In all popular sizes, large and small. 
(See list.) Dealer helps are available. 


Resorcinol glues are among the most im- 
portant war-time developments in the ad- 
hesive field and U.S.P. Resorcinol is a 
thoroughly-tested example of this type of 
resin glue. 

Its outstanding feature is the fact that 
it is completely waterproof; even prolonged 
immersion in salt water does not affect it. 


Consequently, it has gained wide accept- 
ance as the preferred adhesive for boat 
building and other marine use. 

U.S.P. Resorcinol is a two-part glue, the 
two ingredients being mixed together before 
using. Packed in twin cans which make one- 
quart when mixed, 1 gallon, 10 gallon and 
55 gallon drums. 


WELDWOOD GLUE 



§ 


ENGEL 

'Ziwty 


The doors described on these two pages are distributed by us through this 
warehouse. Local stocks are carried for prompt shipment and every effort 
is made to maintain an assortment of sizes which will take care of current 
needs. At the moment we can offer prompt delivery of most doors and 
would be glad to have your inquiries. 

Due to lack of space, we have been able to include only a general descrip- 
tion of the various types of doors carried; further details, including technical 
data, will be furnished on request. For the same reason of space limitation, 
we have not attempted to include prices on the many sizes and styles. Such 
prices are obtainable from this office. 


MENGEL Flush Hollow-Core Doors 

for interior use 

Mengel Flush Hollow-Core Doors, distributed by us, are pre-eminent in their field. 
Long and favorably known by builders and architects, they have been heavily 
advertised to the consumer in recent years. In addition, popular preference for 
the smart, modern, easy-to-clean flush door has been growing by leaps and bounds. 
In consequence, Mengel Flush Doors are in heavy demand; at the moment certain 
types, such as birch, are temporarily in short supply. 

MengeL Flush Doors have five outstanding features: their excellent appear- 
ance, light weight, great strength, resistance to warping, sagging or buckling, and 
their modest cost. The latter feature permits their use in any home. With Mengel 
Flush Doors, even the low-cost house can now offer the owner the advantages of 
popular, up-to-date flush doors, either painted or natural. 

The Mengel Flush Door derives its unusual strength and resistance to distor- 
tion from two basic features: 

• (1) The door is actually made like a beam, the faces forming the 
stress members and the “Insulok” grid, of 3 /s" rigid insulation fibre 
board, forming the inner reinforcing section. 

• (2) Another contributing factor to the door’s ruggedness is the dove- 
tailed wedge-locked joint shown in detail of corner section at right. 
The entire assembly is bonded together with resin glue by hot plate 
method thus producing a finished door that will under normal condi- 
tions last for the life of the building. 

Mengel Flush Doors are at present being made with gum, birch, oak, walnut 
and mahogany faces. They require no special jambs, bucks or construction for 
hanging. With the necessary unit, they make excellent sliding doors. 

Write for detailed specifications and prices. 



Detail of a Mengel Flush Door 
corner section showing dove- 
tailed, wedge-locked joint and 
‘Insulok” grid core. 


FINE 

HARDWOOD 

FACES 
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made with a special mineral composition core, 


never before used for door construction! 


l-HOUR FIRE DOOR— with underwriters’ label for 
complete protection against 
IN TWO TYPES: fire. 

FIRE RESISTANT —for conventional openings. 



Dramatic demonstration of fireproof qualities of Weld wood 
Fire Door. Ordinary six-panel door burns through in 1 5 
minutes while Weldwood Door is unharmed. Surface is 
cool enough to be touched despite intense fire on other side. 


The introduction of Weldwood Flush Veneer Doors marks the 
completion of over three years of research and careful testing. 
It brings to the American public a really new idea in door manu- 
facture-a door embodying a radically new core material with 
features never before available. 

This core material, a special mineral composition, is to be 
found only in these new Weldwood Doors. It is dimensionally 
stable to such an extent that the problem of warping and sagging 
is entirely eliminated. It will not burn, even under intense heat 
and has remarkable insulating properties. It can be worked with 
ordinary woodworking tools; door hardware can be inserted 
without difficulty since screws are held securely. Biggest feature 
of all : prices are reasonable! 

Weldwood Flush Veneer Doors are being made with faces of 
Birch, Walnut, Mahogany, Korina and Rift Oak. There are two 
types — one for conventional openings in unrestricted fire zones; 
the other, a 1-hour Fire Door, carrying the underwriters’ label, 
approved for Class B openings. 

Write for price list and technical data. 


CUPBOARD DOORS 

With the popularity of built-in cabinets and cupboards, there 
is an increased demand for cupboard doors which are dimen- 
sionally stable and reasonable in price. 

Weldwood 7-ply Cupboard Doors, made with a 5-ply fir 
core and faced with birch on both sides, fill this need. These 
doors are thick, stay straight, and can be either painted, 
stained or finished natural with equally good effect. 

We also have birch cupboard doors made with a basswood 
lumber core in 5-ply construction with full length core strips. 


FIR DOORS 

We carry a full line of fir doors, including 6-panel front en- 
trance doors. They are precision-made, prefit to revised Com- 
mercial Standards, and are all carefully inspected. While the 
demand for these doors is great, we are making every effort 
to distribute our supply equitably. 

Sizes and prices on doors will be sent on request. 





Flexwood, Kalistron and Leatherfloor 
are skilfully combined in this smart, 
modern office. 


ECORATIVE i 


Information with respect to the products 
shown on these two pages, together with 
prices, may be secured by writing di- 
rectly to 

Department F 

United States Plywood Corporation 
Weldwood Building 
New York 18, N. Y. 

Please give full particulars as to manner 
of intended use so that we can supply 
complete data and the name and address 
of a supplier in your locality. 



-flexuiood 


Reg. U. S. Pat. Off. 


Patented 


Flexwood is genuine wood veneer cut to 1/85 of an 
inch, glued under heat and pressure to a cotton back- 
ing. A patented flexing operation produces a pliable 
sheet which may be applied by hand to any dry, 
smooth, hard surface, flat or curved. Standard sizes 
are 18 and 24 inch widths and 8 foot and 10 foot 
lengths. 

Flexwood as a wall covering material makes a luxurious, distinctive interior and has been 
used for some of the nation’s finest offices, stores, institutions and homes. More than forty 
different domestic and imported woods, in many choice grain figures, are available. Quick 
and easy to apply, Flexwood goes on existing surfaces. No structural changes are required. 


The problem of “columns” is solved by 
the use of Decorative Flexglass and 
Checkwood in the Vintage Room, Am- 
bassador Hotel, Kansas City, Mo. 


Flexglass is real glass, 1/16 in. thick, bonded 
to a pliant fabric and then divided into a 
series of squares, rectangles, triangles or diamonds. The 
resulting sheet of gleaming facets is so pliable and flex- 
ible that it can be applied to circular columns and all 
curved surfaces. Sheets are 19 Vi in. square and are 
easily applied to firm, smooth, dry surfaces with a 
special permanent waterproof cement. 

Interesting effects have been obtained by using 
Flexglass for store fronts, theater lobbies, signs, dis- 
plays, store window backgrounds, back bars, round or 
square columns, ceilings and many other applications. 

Highly decorative and practical, Flexglass is made 
in a wide range of colors and patterns. 

Pats. Re. 21285; Re. 21313 
2019398; 2308650 
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SPECIALTIES 


The most spectacular development in Flexglass is the 
new decorative line. Stunning patterns in fired ceramic 
colors and silver mirror are applied to the under side 
of the glass. There are a number of standard patterns 
available but it is possible to obtain custom-made pat- 
terns, based on individual designs and produced ex- 
clusively for the creator. Flowers, fruits, figures, trade 
marks or names may be individually styled and pro- 
duced in combinations of silver mirror and any of the 
standard opal colors. 

Decorative Flexglass is suitable for complete wall 
treatments, for wainscotes in combination with Stand- 
ard Flexglass or other decorative materials, for borders 



iecorative 


and feature strips, or for individual panels in com- 
bination with other materials. It is particularly well 
adapted to use in bathrooms, powder rooms, break- 
fast rooms, kitchens, hotel lounges and restaurants, 
beauty parlors and store displays. 

Standard Decorative Flexglass patterns are Vintage, 
Mimosa and Clusters. 


This vinyl plastic sheeting is an ideal material for 
any application where durability and good appear- 
ance are requisites. Made in 22 standard colors— and 
capable of being made to match any special shade— 
it is perfect for walls of hotels, hospitals, railroad cars 
—for theater lobbies, restaurants, bars and counter 
fronts. It is almost completely impervious to moisture; 
its colors are permanent and cannot be removed with 
alcohol, lacquer thinner or mineral spirits. It is highly 
resistant to scuffing and tearing. 

Kalistron is made in Standard and Special types, 


KALISTRON 


* 


“It's Blanchardized"* 


the former for applications such as upholstering, where 
sewing or tacking is to be used to fasten the material 
in place; the Special type is processed to permit bond- 
ing to practically any surface with special adhesive. 
It is furnished in rolls 90 to 100 feet in length by 
approximately 47" wide. 


Checkwood, an entirely new type of decorative mate- 
rial, consists of one-inch squares of jewel-cut plywood, 
firmly bonded to a flexible backing. It can be applied 
to curved surfaces as readily as flat areas and fits per- 
fectly around inside or outside curves. 

Checkwood is a versatile material. It is suitable for 
wall decorations, furniture, lamps and accessories; 
when cut into strips, it makes a novel and attractive 
molding. 
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Sheets are furnished 24 in. x 24 in. in size. 


Leatherfloor is specially-treated genuine leather in tile 
form. It is approximately 3/32 of an inch thick and 
may be obtained in individual tiles 4x4, 6x6 or 8x8 
or in half tiles cut on the diagonal. It is highly resilient. 

Manufactured in natural cowhide only, Leatherfloor 
mellows with use until the ultimate coloring is a reddish 
tan enlivened by occasional brand marks appearing in 
the leather. The overall effect is unusual and com- 
pelling. 

The use of Leatherfloor is indicated for dens, bars, 
the finer type executive offices, board rooms, reception 



rooms and wherever requirements call for an elegant 
and dignified floor covering. 

Leatherfloor is manufactured by Blanchard Bro. & 
Lane. 
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Weldwood Quality is Safeguarded by WELDWOOD FACILITIES! 


There’s an important reason for the uniform high quality of Weldwood Plywood: 
its production, from standing timber to finished panel, is a completely controlled, 
self-contained United States Plywood operation. Even the distribution of Weld- 
wood Plywood, to lumber yards and wood fabricators, is handled by our own 
modern well-equipped distributing warehouses, located in principal cities from 
coast to coast. 

When you see the Weldwood label on a plywood panel, you have the assurance 
that here is plywood quality at its best— the finest plywood, made to the most rigor- 
ous standards, obtainable today. 

Weldwood Plywood includes every type of plywood for every purpose. 

Vast stands of choice timber, located in the far West, the South and in Canada 
are company-owned. They furnish a steady supply of select “peeler” logs for the 
manufacture of Weldwood Plywood. Photo A shows a typical forest scene in 
United States Plywood’s Douglas Fir logging operations at Kosmos, Washington. 

Twelve modern plywood plants owned or controlled by United States Plywood 
Corporation make all types of plywood. Plants in Oregon and Washington manu- 
facture Douglas Fir and other Western softwoods; the huge plant at Algoma, Wis- 
consin, shown in photo B, is recognized as the country’s finest hardwood plant; 
the plant at Orangeburg, S. C. (now being rebuilt) specializes in Southern woods; 
other plants at Lakeport, N. H. and New Rochelle, N. Y. make Weldwood specialty 
products. 

Research and development work, carried on at company laboratories at New 
Rochelle, N. Y. and Algoma, Wise, (see photo C), is an important factor in the 
production of Weldwood Plywood. A large staff of chemists, engineers, and wood 
technologists is engaged in continual research to improve Weldwood quality and 
perfect new products. These men are responsible for many important improve- 
ments in the plywood industry. 

Weldwood distributing units, located in twenty-eight principal cities through- 
out the country, provide prompt service to customers and serve as showrooms for 
the display of finished panels. Cars are received direct from mills on private sidings 
and modern material-handling equipment speeds delivery of orders. Several new 
warehouses have been erected in recent months including modern units at Detroit, 
Oakland and a 60,000 sq. ft. warehouse at East 144th Street, New York. Photo D 
shows interior of latter warehouse. 

A Th© Weldwood Building, 55 West 44th Street, New York is not only the exec- 

utive headquarters of United States Plywood Corporation, but a convenient center 
for the inspection of the many types of plywood made by the company. Eight 
stories high, it includes a wide variety of Weldwood-paneled offices in many decora- 
tive styles. The building is visited regularly by lumber dealers, architects and their 
clients who wish to study the many design possibilities which Weldwood Plywood 
offers. See photo E. 



LIST OF CURRENTLY AVAILABLE PRINTED MATTER 


The printed matter listed below may be secured by 
addressing Advertising Department , New York. In 
Some cases, a small charge is made. 

"Beautiful Wood for Beautiful Homes" 

Booklet, 16 pages, printed in full color. 
Size 8 % x 10%. 

“Proudly, we present Korina" 

Folder, 4 pages, printed in 1 color. Size 
8% x 11. 

“For your home, the luxury of Weldwood paneled 
rooms” 

Envelope stuffer, 6 pages, printed in full 
color. Folded to size 3% x 6. 

“Weldwood Plywood — Installation Booklet" 

Booklet, 20 pages, printed in 2 colors. 

Size 8 34 x 11* 

“How to Finish Weldwood Plywood" 

Folder, 8 pages, printed in 1 color. Folded 
to size 3^ x 9. 

“Questions and Answers about Weldwood Ply- 
wood” 

Booklet, 1 2 pages, printed in 1 color. 
Size 334 x 8. 

“Douglas Fir Weldwood” 

Booklet, 16 pages, printed in 2 colors. 
Size 8% x 11. 

“Weldwood Plywood and Allied Products" 

Booklet, 8 pages, printed in 2 colors. 
Size 8% x 11. 

“Weldtex Striated Plywood" 

Booklet, 12 pages, printed in 2 colors. 
Size 8 1 2 x 1 1 . 

“It’s Here — It’s Available Now — Micarta" 

Folder, 6 pages, printed in 2 colors. 
Folded to size 8% x 11. 


“Weldtex Paneling is Plywood Plus!" 

Folder, 4 pages, printed in 2 colors. Size 
8Y 2 x 11. 

“Weldwood Plywood for Commercial Interiors" 

Booklet, 20 pages, printed in 2 colors. 
Size 12 x 8%. 

“Tekwood — a sturdy, laminated material of great 
versatility” 

Booklet, 12 pages, printed in 2 colors. 
Size 8% x 11. 

“Tekwood — Available Now" 

Folder, 4 pages, printed in 1 color. Size 

834 x 11 . 

“Mengel Flush Doors and Weldwood Doors" 

Folder, 4 pages, printed in 2 colors. Size 
8/4$ x 11. 

“The Door to Charm, Comfort, Permanence, 
Economy" 

Booklet, 16 pages, printed in full color. 
Size 4x9. 

“For Beautiful Homes — Mengel Flush Doors" 

Envelope Stuffer, 6 pages, printed in full 
color. Folded to size 334 x 6. 

“Glidaway Sliding Door Unit” 

Folder, 4 pages, printed in 1 color. Size 

834 x 11. 

“Protekwood — A New All-Purpose Paneling" 

Folder, 8 pages, printed in 1 color. Folded 
to size 3 % x 8%- 

“Molded Weldwood Boat Shapes & Flat Water- 
proof Plywood” 

Folder, 8 pages, printed in 2 colors. Size 

824 x 10%. 

“Decorative Micarta — Modern Plastic Surface for 
100 Purposes" 

Folder, 4 pages, printed in 2 colors. Size 
SVs X 11. 


“9 New Decorator Colors in Micarta" 

Folder, 4 pages, printed in 10 colors. Size 
8% x 11. 

“Weldwood Moldings" 

Folder, 4 pages, printed in 2 colors. Size 
8% x 10%. 

“Firzite — Modern Prefinisher for Fir Plywood" 

Folder, 4 pages, printed in 2 colors. Size 
8% x 10%. 

“Weldwood Plastic Resin Glue” 

Envelope stuffer, 4 pages, printed in full 
color. Folded to size 3% x 6 34- 

“Flexgloss — for Institutions" 

Folder, 6 pages, printed in 1 color. Folded 
to size 3% x 8%. 

“Flexwood — for Modern Offices" 

Folder, 6 pages, printed in 1 color. Folded 
to size 3% x 8%. 

“Flexwood-Flexglass-Leatherwall-Leatherfloor- 
Checkwood-Blanchardized Vinylite” 

Folder, 4 pages, printed in 2 colors. Size 
8% x 11. 

“Weldwood Moldings — For Easy, Fast, Economical 
Installation” 

Envelope Stuffer, 4 pages, printed in 2 
colors. Size: 3% x 6. 

“Weldwood FlushVeneer Door with Incombustible 
Mineral Core” 

Folder, 6 pages, printed in 2 colors. 

Folded to size 834 x 11. 

“Close the Door on Tragedy with Weldwood 
Fireproof Doors” 

Folder, 4 pages, printed in 2 colors. 

Size: 834 x 11. 


CONSISTENT ADVERTISING has made WELDWOOD 


the Best-known Name in Plywood 


As a result of year-in and year-out advertising to both the consumer and the 
trade, Weldwood Plywood is favorably known to millions of Americans. 

Full page advertisements, in full color, appear regularly in large-circulation 
magazines such as “American Home”, “Better Homes & Gardens” and 
“House Beautiful”. Featuring the use of Weldwood Plywood for wood 
paneled rooms in homes, this advertising has produced more than one-half 
million inquiries from interested prospects. 

In addition, the advantages of Weldwood Plywood are being brought to 
the attention of architects, builders, contractors, interior decorators, boat 
builders and others by means of advertising in the magazines which reach 
those fields. 

The consumer and trade acceptance created by this large-scale advertising 
campaign is an important benefit to all concerned with the use or sale of 
Weldwood Plywood. 


Lumber Dealers Feature Weldwood Plywood 

The advantages of featuring nationally-known, trademarked products are 
recognized by many aggressive lumber dealers who use Weldwood advertising 
material in their local newspapers. 

Our Advertising Department in New York is always anxious to offer 
experienced advertising counsel to such dealers. A wide assortment of mat 
ads, printed matter, signs, etc. is available. 
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UNITED STATES PLYWOOD CORPORATION 

Executive Offices: 

Weldwood Building, 55 West 44th Street, New York 18, N. Y. 

Distributing Units: Baltimore — Boston — Brooklyn — Chicago — Cincinnati — Cleveland — Detroit — Fresno — 

High Point — Los Angeles — Milwaukee — Newark — New York — Oakland — Philadelphia — Pittsburgh — 

Portland, Ore. — Rochester — San Francisco — Seattle — Toronto. Also U. S. — Mengel Plywoods, Inc. dis- 
tributing units in Atlanta — Dallas — Jacksonville — Louisville — New Orleans — Houston — St. Louis — Tampa. 

Branch Offices: Albany — Grand Rapids — Indianapolis — New Haven — Peoria — Portland, Me. — Provi- 
dence — Saginaw — St. Paul — Scranton — Spokane — Toledo — Washington — Worcester. 
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